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SECTION A-A

Dimensions to standard A-A-59326/6
(formerly MIL-C-27487G MS27025E)

EXCEPT 1/2" AND 5"

APG RESERVE THE RIGHT TO UPDATE PRODUCTS WITHOUT NOTIFICATION

NOTCHED
FERRULE
RETAINING
SHOULDER 'C'

BODY MATERIAL: 
FORGED BRASS 
EXCEPT WHERE NOTED
*1: CAST RED BRASS

NB Part No.
L L1 W1 W2 B(MAX) N C(Y/N) Mass

(inches) (Shoulder) (lbs)
1/2" 305CBR 3.469 1.250 1.572 2.690 0.562 1 N 0.43
3/4" 307CBR 3.312 1.312 2.176 4.412 0.823 2 N 0.74
1" 310CBR 4.441 1.625 2.375 5.401 1.070 2 Y 1.39

1.1/4" 312CBR 4.638 1.838 3.308 7.036 1.344 2 N 1.59
1.1/2" 315CBR 4.808 1.870 3.444 7.334 1.594 2 Y 1.95

2" 320CBR 5.375 2.060 3.811 7.701 2.094 2 Y 3.00
2.1/2" 325CBR 6.719 2.188 4.428 8.204 2.626 2 Y 4.08

3" 330CBR 6.847 2.250 5.501 9.728 3.125 2 Y 5.84
4" 340CBR 7.086 2.398 6.604 10.931 4.125 2 Y 8.55
5" 350CRB*1 7.344 2.469 7.606 11.833 5.125 2 N 10.26
6" 360CRB*1 8.375 2.625 10.250 15.824 6.094 2 N 14.22

NB Part No.
L L1 W1 W2 B(MAX) N C(Y/N) Mass

(mm) (Shoulder) (kg)
1/2" 305CBR 88.1 31.8 39.9 68.3 14.3 1 N 0.20
3/4" 307CBR 84.1 33.3 55.3 112.1 20.9 2 N 0.34
1" 310CBR 112.8 41.3 60.3 137.2 27.2 2 Y 0.63

1.1/4" 312CBR 117.8 46.7 84.0 178.7 34.1 2 N 0.72
1.1/2" 315CBR 122.1 47.5 87.5 186.3 40.5 2 Y 0.88

2" 320CBR 136.5 52.3 96.8 195.6 53.2 2 Y 1.36
2.1/2" 325CBR 170.7 55.6 112.5 208.4 66.7 2 Y 1.85

3" 330CBR 173.9 57.2 139.7 247.1 79.4 2 Y 2.65
4" 340CBR 180.0 60.9 167.7 275.1 104.8 2 Y 3.88
5" 350CRB*1 186.5 62.7 193.2 300.6 130.2 2 N 4.65
6" 360CRB*1 212.7 66.7 260.4 401.9 154.8 2 N 6.45
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UNLESS OTHERWISE SPECIFIED
REMOVE ALL CASTING RESIDUE.
BREAK ALL SHARP EDGES.
DEBURR AFTER MACHINING.
THREADS ARE CLASS 2 FIT.
DRAFT ANGLE ≤ 2°
CONCENTRICITY WITHIN .005
CAST FINISH 125-250 RMS.
MACHINE FINISH 32-64 RMS.
ALL DIMENSIONS IN INCHES.
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COUPLING PRODUCTS

Part C Brass Coupling Half, Female 
by Hose Shank (Type VI) 

Customer Drawing.
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